
I n n o v a t i v e  D e s i g n

The Lapboard’s innovative design features a keyboard that rotates 
360 degrees to accommodate left or right handed users and inclines 
on a 22 degree angle with a hard surface below for the Phantom 
laser mouse. The Lapboard’s interchangeable key-face technology 
is designed for game-specific and business software applications for 
PC or Apple Mac platforms.

A d v a n t a g e s

Innovative design and wireless technology frees users from
desktop settings.

Media hot keys for one-touch access to commands and programs
you use the most.

Media Center compatible for easy access to your favorite music, 
video clips and media programs.

Hard surface design allows users to work in greater comfort from 
any setting in the home or workplace.

F e a t u r e s

Hinge down for desktop use or hinge up at 22° for lap use.

360° keyboard rotation supporting right or left hand operation.

Volume Up, Volume Down, Mute key functions.

Mouse laser technology compatible with lapboard mouse surface 
and most table tops.

Three mouse buttons including scroll wheel button.

Wireless 2.4GHz RF range of 32.8 feet or 10 meters.

W h a t  Y o u  N e e d

PC or MAC with USB ports, CD-ROM and up to 50 MB available 
hard disk space.

Windows 2000, Windows XP, Windows Media Center, 

or Apple OS X operating system.

T h e  U l t i m a t e  K e y b o a r d  M o u s e  C o m b o
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P r o d u c t  D i m e n s i o n s

Lapboard Length 18.58 in. (47.2 cm)
Lapboard Width 7.95 in. (20.2 cm)
Lapboard Depth 1.89 in. (4.8 cm)
Lapboard Weight 4.62 lbs (2.10 kg)

Mouse Length 4.04 in. (10.25cm)
Mouse Width 2.42 in. (6.15 cm)
Mouse Depth 1.57 in. (4.00 cm)
Mouse Weigh 0.30 lbs (136 g)

Transceiver Length 2.10 in. (5.33 cm)
Transceiver Width 0.65 in. (1.65 cm)
Transceiver Depth 0.38 in. (0.97 cm)
Transceiver Weight 0.10 lbs (45.4g)

Mouse Tracking System Phantom Entertainment high definition laser technology
Imaging Rate Self-adjustable frame rate (2000~7100) for optimum performance
X-Y Resolution 1200 points per inch (472 points per cm)
Tracking Speed 20 inches per second (50.8 cm per second)
   

Battery Type and Quantity Lapboard 2-AA alkaline batteries, Mouse 2-AA alkaline batteries
Battery Life Lapboard - 6 months with typical use.  Mouse - 6 months with typical use.

Phantom® Lapboard $129.95 MSRP US/North America

H o s t  C o m p a t i b i l i t y  a n d  R e g i o n a l  C o m p a t i b i l i t y

Host Computer Interface USB
Operating System Compatibility Windows 2000 / Windows XP / Home / Media Center Edition / Apple OS X
Host System Requirements Windows Based System Apple Macintosh System
   – Microsoft Windows 2000 or XP  – Macintosh Mac OS X versions 10.1.x - 10.3.x
   – Pentium III 233MHz or higher processor  – 30MB of available hard disk space
   – 128MB of RAM  – USB port
    – 50MB of available hard disk space  – CD ROM
     – USB port
    – CD-ROM
Software Version Lapboard / Mouse Driver Software Version 01.01
Install Software Language Support Driver Software Languages supported; English, French, German, Italian, Spanish
Printed Items Language Support User Manual and Documentation Languages supported; English, French, German, Italian, Spanish
Lapboard Localization North American 86 keys, European 87 keys

T r a c k i n g  T e c h n o l o g y

Wireless Platform 2.4GHz RF
Wireless Channels Two-way, 78 channels
Wireless Range 32.8 feet (10 meters)

W i r e l e s s  T e c h n o l o g y

Lapboard Hinge Angle Hinge down for desktop use or hinge up at 22° for lap use
Lapboard Hinge Life 200,000 Open and close actuations.
Integral Mouse Surface 6.5 inches x 6.0 inches (16.61 cm x 15.24 cm)
Keyboard Rotation Continuous 360° rotation supporting right or left hand operation
QWERTY Key Life 1,000,000 actuations per key
Media Key Features Volume Up, Volume Down, Mute
Media Key Life 500,000 actuations per key
Mouse Laser Technology Laser system compatible with lapboard mouse surface and most table tops
Mouse Button Features Three buttons including scroll wheel button.
Right and Left Button Life 2,500,000 actuations per button
Scroll Wheel Button Life 350,000 actuations
Wheel Scrolling Life 100,000 revolutions (away from user), 300,000 revolutions (towards user)
Operating Temperature and Humidity 32°F (0°C) to 104°F (40°C) @ <5% to 80% relative humidity (non-condensing)
Storage Temperature and Humidity -40°F (-40°C) to 140°F (60°C) @ <5% to 65% relative humidity (non-condensing)

P r o d u c t  F e a t u r e  P e r f o r m a n c e

P o w e r  R e q u i r e m e n t s

Country of Manufacture Peoples Republic of China (PRC)
Manufacturer Certifications ISO9001certified
FCC ID Certification pending - FCC part 15
CE  Certification pending - IEC / EN 60950 Information Technology Equipment
   Certification pending - IEC 69825-1:2001-08 Class 1 Laser Product
   Certification pending - 21 CFR 1040.10 and 1040.11
WHQL Certification pending
Environmental Compliance WEEE and RoHS

C e r t i f i c a t i o n  I n f o r m a t i o n

P r i c i n g  

T e c h  S p e c s
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